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&) BRENTWOOD @SEmco

> WHY BRENTW0OD?

The possibilities are endless with Brentwood Natural Stone. Brentwood offers a perfect harmony of performance and beauty in both indoor and outdoor applications.
Semco Stone’s Brentwood can meet the needs of your lifestyle and the demands of your inspiration. This stone can be custom cut to your specifications.




@Y BRENTWEOD @SEMco,

>> BUILD THE KITCHEN OF YOUR DREAMS WITH BRENTWOOD >> BRENTWOOD TRANSFORMS ANY OUTDOOR SPACE INTO WOW-WORTHY




@}BRENTW@OD >> THE BEAUTY OF BRENTWOOD - EACH PIECE IS TRULY UNIQUE
A/ o s store—

>> |FYOU CAN DREAM IT. BRENTWOOD CAN DO IT. >> DESIGN A BEAUTIFUL BATH RETREAT
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@Y BRENTWEOD

>> THE BEAUTY OF BRENTWOOD - EACH PIEGE IS TRULY UNIQUE

>> LIVE SLAB INVENTORY IS NOW ON-LINE!

Each of our Brentwood slabs are unique, so we make it convenient for you to browse our selection of Brentwood slabs on-line. Please visit
www.semcostone.com and under “Products” choose Brentwood Stone. Check the location you are looking for slabs and there will be two
choices of 1.25" and 2" thickness. Please contact your Semco Sales Representative with any additional questions regarding Live Slab Inventory.

>> BRENTWOOD ASTM TEST DATA »

COLOR/CHARACTERISTICS: Range of chocolate to light brown, buffand gray.
Some pieces have a beautiful texture resembling wood rings on a tree

FEATURES: Natural bed heights that range between 4" - 9" in height,
with the split-face and natural edge exposed

Available in Full Veneer & ThinCut™

SPECIFICATIONS:

ASTM C 97

DENSITY: 151.55 Ib/ft3
SPECIFIC GRAVITY: 2.429
ABSORPTION: 1.81%

CLASS Il QUARTZITIC SANDSTONE

CLASS Il QUARTZITE

ASTM C 99
MODULUS OF RUPTURE: 1,554 psi

ASTM C 170
COMPRESSIVE STRENGTH: 11,403 psi

ASTM C 241
ABRASION RESISTANCE: 52.58

ASTM C 880
FLEXURAL STRENGTH:

X-RAY DIFFRACTION MINERALOGICAL ANALYSIS

FREE SILICA CONTENT: 93%

ROCK FAGE

CLASS Il QUARTZITE  10.71 Mpa
CLASS Il QUARTZITE  78.61 Mpa
CLASS Il QUARTZITE OGEE
Perpendicular: 3,065 psi
Parallel: 21.13 Mpa
CLASS Il QUARTZITIC SANDSTONE

HALF BULLNOSE

STATIC COEFFICIENT OF FRICTION DRY: 121  WET. .94

Tube)

MACHINE-SPLIT

BEVEL

FULL BULLNOSE



